Multi-Leaf Dampers,Types JZ · JNE, Types JZ-L and JZD-G 


3/1/EN/6





Specification Text


Dampers designed for volume flow and pressure control or to isolate sections of ducting in ventilation systems, basically consisting of a channel shaped casing, aerofoil blades, connected by external linkage or internal gears (type JZ-G · JZD-G.)


Material:


details of this on pages 3 to 6 Masonry subframe, accessories: see pages 10 and 11 for details


Make: TROX


Type and construction variants: see page 10 for details


Order Example


Make: TROX


Type: JZ-A-G-R / 1000 x 1005 / 22 / Z 01


Number: 6


changes reserved · All rights reserved © Gebrüder Trox GmbH































































































Weather-Resistant Louvres, Type WG · AWG · WGE · AWK · WG-F


3/2/EN/4





Specification Text


Weather resistant louvres for protection against direct ingress of rain, leaves and birds into the intake and discharge openings of air conditioning systems; essentially  comprising border frame with inset, rain resistant blade sections and wire mesh screen on rear. 


Constructions an materials:


See pages 3 and 4 Masonry subframe and construction variations, e.g. linear 


construction anodised finish: See page 8


Make: TROX


Order Example


Make: TROX


Type: AWG / 585 x 1155 / 11 / 0 / S2 / E6-C- 31


Qty: 4


































































































Fire Dampers, Type FKRS-02-K90 with German test certificate 


(general building approval) Z-41.3-604


4/10/EN/3





Tendering Text Circular fire dampers for isolation of fire compartments in ventilation and air conditioning system (RLT-systems). Thermal release (automatic closure of the fire damper) via a fusible link (release temperature > 72 °C). Functional tests possible without removing the ventilation duct components. Texts for materials, construction variants, accessories, etc. can be taken from the leaflet.


Make: TROX


Type: FKRS-02-K90


Order Example


Make: TROX


Type: FKRS - 02 - K90 - 1 / 160 /11/ Z01


No.: 4





































































































Fire Dampers free from official maintenance requirements


Types W-FK-K90 · W-FKN-K90 with general building approval Z-41.3-580 Z-41.3-581


4/11/EN/3





Specification Text Fire dampers free from official maintenance requirements in square or rectangular construction to isolate fire compartments in ventilation systems, manufactured according to DIN 4102, with issued general building licence from the German Institute for Building Technology, Berlin. Specification for material, application, construction variants, accessories, etc. can be taken from the leaflet.


Make: TROX


Type: W-FK-K90 · W-FKN-K90


Order Example


Make: TROX


Type: W - FK - K90 - 1 / 565 x 449 x 375 / 45 / Z70


Number: 4





































































































Fire Damper, Type FK-TA Approved according to ÖNORM M 7625 Conforms to the integrity requirements of EN 1366-2 at ambient temperature


4/13/EN/1





Tendering Text Square or rectangular fire dampers for isolation of fire compartments in ventilation and air conditioning systems (RLT-systems), approved according to ÖNORM M 7625. Cold leakage to EN 1366-2. Texts for material, construction variants, accessories etc. can be taken from the leaflet.


Make: TROX


Order Example


Make: TROX


Type: FK-TA-1 / 400 x 200 x 240 / 0 / Z01


Qty: 4











































































































Fire Dampers, Types FK-K90 · FKN-K90 with German test certificate 


(general building approval) Z-41.3-321 Z-41.3-318


4/2/EN/7





Tendering Text


Square or rectangular fire dampers for isolation of fire compartments in ventilation and air conditioning systems (RLT-systems), designed according to DIN 4102, with issued general building approval awarded by the German Institute for Building Technology, Berlin. Texts for material, application, construction variants, accessories, etc. can be taken from the leaflet. 


Make: TROX


Type: FK-K90 · FKN-K90


Order Example


Make: TROX


Type: FK - K90 - 1 / 565 x 449 x 375 / 17 / Z01


Qty: 4


































































































Fire Protection Valves without maintenance conditions for ventilation systems to DIN 18017-3,Type FVS-K90 with General Building Inspectorate (Germany) 


Approval Z-41.3-324


4/4.1/EN/2





Specification Text Maintenance free fire protection valves to seal fire compartments


in a ventilation system to DIN 18017– 3, with Buildings Inspectorate Licence awarded by the Deutscher Institut für Bautechnik, Berlin. Suitable for use as supply- or extract air valves, with fully adjustable damper to regulate the air volume flow. Thermal release via fusible link at t _ 72 °C. 


Text for Materials, Application etc. can be taken from the leaflet.


Make: TROX


Type: FVS-K90


Order Example


Make: TROX


Type: FVS-K90 / 100


Qty: 4































































































Fire Resistant Valves, Type FV-K90 · FVZ-K30 with General Building Inspectorate Approval (Germany) Z-41.3-317 Z-41.3-319


4/4/EN/4





Specification Text Fire protection valve to seal fire compartments in an air conditioning system. With test certificate from the Institut für Bautechnik, Berlin. Suitable for use as supply or extract air disc valve with two-position control unit for flow rate control.


Easy maintenance, no tools required. Thermal release by fusible link at t _72°C.


Text for materials, application etc. can be taken from the leaflet.


Make: TROX


Type: FV-K90 · FVZ-K30


Order Example


Make: TROX


Type: FV - K90 / 160 /11/ Z05


Qty: 4





































































































Smoke Detector Type RM-O-VS Approved by the German Institut für Bautechnik


4/6.1/EN/3








Description:


Smoke detector (smoke detection using optical light scattering principle) with general building supervision approval from the Institut für Bautechnik Berlin, for fire dampers with electric or electric/ pneumatic control device (voltage off to operate), suitable for protection against smoke transmission in air conditioning systems, even with cold smoke t _ 72 °C; suitable for air velocities of 1 m/s to 20 m/s. With additional functions for monitoring the air flow in the measurement area of the smoke alarm, the pollution level


on the smoke alarm sampling chamber and the system electronics (maintenance once/year). Scope of supply: see page 2.


Order Example


Make: TROX


Type: RM-O-VS


Quantity: 5


RM-O-VS





Description:


Diagnostic instrument for smoke detector RM-O-VS to scan pollution level. Measurement range 0 – 100 units; hand unit with 1m long connection lead and plug; battery supply 9 V.


Order example


Make: TROX


Type: D-RM-O-VS


Quantity: 1


D-RM-O-VS





Description:


Remote control terminal for smoke detector RM-O-VS for surface mounting or panel mounting (size 48 x 96 x 63) with signal LEDs for alarm, air flow, pollution and system


monitoring; socket connection for diagnostic instrument D-RM-O-VS and pushbutton for test/reset function.


Order Example


Make: TROX


Type: T-RM-O-VS or T-RM-O-VS/1


Quantity: 5


T-RM-O-VS or T-RM-O-VS/1





























Smoke Detector Type RM-O/2 Approved by the German Institut für Bautechnik


4/6/EN/4





Description


Smoke detector (smoke detection using optical light scattering principle) with general building supervision approval from the Institut für Bautechnik, Berlin, for fire damper with electric or electric/pneumatic control device (normally closed damper), suitable for protection against smoke transmission in air conditioning systems, even with cold smoke t _ 72 °C, suitable for air velocities of 1 m/s to 20 m/s. Scope of supply: see page 2.


Order Example


Make: TROX


Type: RM-O/2


Quantity: 5











































































































Fire Dampers for suspended ceilings - Type KU-K30 with test certificate Z-41.3-320


4/7/EN/5





Specification text Fire dampers for isolation fire compartments in ventilation systems that have been granted a general building licence by the German Institute for Building Technology, Berlin. Suitable for installation in fire-resistant false ceilings with resistance grading F30. Thermal release via fusible link at t > 72°C. Details of materials construction variants, design variants, accessories, etc. can be taken from the appropriate part of the leaflet.


Make: TROX


Type: KU-K30


Sample order


Make: TROX


Type: KU-K30-1 / 300 x 160 / 0 / Z01


Number: 4





































































































Fire Dampers Types FKR-01-K90 · FKR-02-K90 with German test certificate


(general building approval) Z-41.3-322


4/8/EN/5








Tendering Text Circular fire dampers for isolation of fire compartments in ventilation and air conditioning systems (RLT-systems), designed according to DIN 4102, with issued general building approval awarded by German Institute for Building Technology,


Berlin. Texts for materials, construction variants, accessories, etc., can be taken from the leaflet.


Make: TROX


Type: Details of this on page 10


Order Example


Make: TROX


Type: FKR - 01 - K90 - 1 / 400 x 375 /11/ Z01


Qty: 4


































































































Smoke Dampers Type EK-01 With general building approval Z-78.2-13


4/9/EN/3








Specification Text Smoke dampers in square or rectangular construction for removing smoke via smoke extract systems with mechanical extracts, with a general building licence Z-78.2-13 from the German Institute for Building Technology, Berlin. Texts for materials, applications, accessories, etc. can be taken from the detail in the leaflet


Make: TROX


Type: EK-01


Order Example


Make: TROX


Type: EK - 01 / 1500 x 797 x 800 / 11 / Z01


Number: 4

































































