Multi-Leaf Dampers, Types JZ · JNE, Types JZ-L and JZD-G (airtight to the requirements of DIN 1946)


3/1/EN/6





Specification Text


Dampers designed for volume flow and pressure control or to isolate sections of ducting in ventilation systems, basically consisting of a channel shaped casing, aerofoil blades, connected by external linkage or internal gears (type JZ-G · JZD-G.) 


Material:


details of this on pages 3 to 6 Masonry subframe, accessories: see pages 10 and 11 for details Make: TROX Type and construction variants: see page 10 for details Order Example Make: TROX Type: JZ-A-G-R / 1000 x 1005 / 22 / Z 01 Number: 6














































































































Weather-Resistant, Louvres, Type WG · AWG · WGE · AWK · WG-F


3/2/EN/4





Order Example Make: TROX Type: AWG / 585 x 1155 / 11 / 0 / S2 / E6-C- 31 Qty: 4


Specification Text Weather resistant louvres for protection against direct ingress of rain, leaves and birds into the intake and discharge openings of air conditioning systems; essentially comprising border frame with inset, rain resistant blade sections and wire mesh screen on rear. Constructions an materials: See pages 3 and 4


Masonry subframe and construction variations, e.g. linear construction anodised finish:


See page 8 Make: TROX Type: See p age 8




















































































































Pressure Relief Dampers, Type UL · KUL


3/3/EN/3





Specification Text Pressure relief dampers for use in intake and discharge openings in air conditioning systems, for protection against ingress of rain, leaves and birds into the air conditioning system; basically comprising the frame and edge pivoted blades opening and closing automatically. Construction and materials: see page 2 Masonry sub-frame: see page 3 Make: TROX Type: UL-1 · UL-2 · KUL · KUL 1 Order Example Make: TROX


Type: UL-1 / 797 x 515 / 19 Qty: 2









































































































































Combination of Weather, Resistant Louvres and Multileaf Damper Sections


3/4/EN/2





Order Example Make: TROX Type: AWG - JZ - A - R / 600 x 510 / 0 / Z01 / S2 / E6-C – 31 Qty.: 5 Specification Text Combined weather-resistant louvre and multileaf or 


pressure-relief damper for protection against direct ingress of rain, leaves and birds into the intake or discharge openings of air conditioning systems, and for flow rate control or shut off of openings when ventilation system is shut down. Construction and materials:


see page 3 Masonary sub-frame: see leaflet no. 3/2/EN/.. Accessories: see leaflet no. 3/1/EN/.. Make: TROX Type: see order code (see page 4)




















































































































Non Return Damper Type ARK


3/5/EN/2





Order Example Make: TROX Type: ARK-G / 600 x 1005 / 22 Qty: 4 


Specification Text Non return dampers for automatic shut off of individual ventilation sections of an air conditioning system, maximum permitted back pressure 5000 Pa (acting in closing direction). Material: see data on page 3 Installation sub-frame, matching flange: see data on page 4 Make: TROX Type: ARK · ARK-G · ARK1 · 


ARK1-G























































































































Shut Off Damper, Type NAK (gas tight)


3/6/EN/3





Specification text


Shut off dampers for gas tight sealing of individual sections of ventilation systems with proven seal to KTA 3601 or DIN 25 414 (maximum leakage 0.01 m3/h x m2 with a pressure differential of 2000 Pa). Pressure tight to 5000 Pa. The damper mechanism is designed such that after closure, no energy is required to keep the damper in the closed position. Construction and Materials: See data on pages 3 and 4 Accessories: See data on page 5 Make: TROX Types: NAK-H · NAK-H-G · NAK-P · NAK-P-G · NAK-E · 


NAK-E-G · NAK-E1 · NAK-E1-G


Order Example


Make: TROX  Type: NAK-P-G-R / 800 x 755 / 0 / Z05 Qty: 3











































































































Low Leakage Steel Access Doors Type BS


3/7/EN/3





Specification Text


Low leakage steel access doors for use in air conditioning systems, plant rooms, filter plenums, air handling units, etc. Construction and Materials: see page 2 Make: TROX


Type: BS 


Order Example Make: TROX Type: BS-R / 500 x 500 Qty: 5


























































































































Low Leakage Steel Doors Type ST · XT


3/8/EN/4





Specification Text


Low leakage steel doors comprising: – Double skinned door in formed galvanised sheet steel to DIN EN 10142, without spot welds visible on outside of door; with insulation of non-flammable rockwool to DIN 4102 – Installation frame with welded hinges and galvanised steel builders cleats – Double lever locking devices enalbes operation from both sides, in diecast aluminium – Peripheral profiled rubber seal of APT, temperature


resistant up to 90 °C Installation frame: see data on pages 5 and 6 Accessories: see data on pages 6 and 7 Make: TROX Type: see data on pages 3 and 4 Order Example


Make: TROX Type: ST-R / 500 x 1500 / 11 / Z01 Qty: 4














































































































Plastic Shut Off Damper for aggressive media Type AKK


5/10.1/EN/2





Specification Text


Circular construction shut off damper in PPs plastic for shut off of volume flows with aggressive media in air conditioning systems, all components in contact with air made of plastic, suitable for duct pressures up to 1500 Pa, with same connection diamter both ends, optional with flange both ends, casing leakage air flow to Class II, VDI 3803 or DIN V 24 194, part 2, damper operation pneumatic, electric or manual. 


Material: Casing and damper blade in non-flammable polypropylene (PPs), plain bearing in polypropylene (PP), damper blade seal in chloroprene rubber (CR). Order Example


Make: TROX Type: AKK-FL / 160 / GK / TN0 / A














































































































Dampers for the adjustment of volume flow rates, Type TDK


5/10.2/EN/2





Specification Text


Circular damper for the adjustment of volume flow rates in airconditioning and ventilation systems, can be used with duct pressures of up to 1000 Pa. Consists of the casing with damper blade and the lockable adjusting device. Matching ducts according to DIN 24 145 or 24 146, respectively, both ends, same diameter, with rebate for lip seal or with one end as push over spigot. Casing air leakage according to Class II, VDI or DIN V 24 194, Part 2. 


Material:


Casing and damper blade of galvanised sheet steel. Adjusting device and bearings of plastic PPE with fire protection rating (UL 94V-0).



















































































































































































