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Fire dampers FKA 3.8

Class

El 180 (hoi<>0) - S, according UNE EN 1366 -2,
text report 727606.

« Fire resistance 180 minutes

e Integrity (E)

* Insulation (1)

 Horizontal installation (ho)

* Fume tightness (S)

e Symmetrical (<>)

Product Information

Fire dampers EI 180 (hoi<>0) - S
Type FKA 3.8

PI/4/1.5/EN/1

Description

TROX fire dampers, FKA 3.8, are designed for automatic
isolation of fire compartments in ventilation and air conditioning
systems. They are homologated for installation according to
Cadigo Técnico de la Edificacion.

The damper blade is made of ceramic material, with high
resistance against abrasion and coarse dust pulling. These
fire dampers are suitable for areas with extreme requeriments
regarding air quality.

Depending on their application they have different resistance
calsses (fire-duration ratings) and are suitable for installation
in walls.

The damper installation is independent of the air flow direction
due to its symmetric construction. The thermal release devices
are interchangeable together and the casing is the same for
all constructions.

The fire damper closes by breaking circuit (power off to close)
or the fusible link (at "t" >72 °C) and reopens manually, only
the construction with actuator reopens automatically.
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Accessories

Product Information

Fire dampers EI 180 (hoi<>0) - S

Type FKA 3.8

PI/4/1.5/EN/1

Combined with Code Clearance dimensions
for installed release
w X y z
with fusible link 72°C - 200 - | - |18 -
(standard construction) Limit switch indicates blade closed Z01 _ 120 | 180 _
Limit switch indicates blade closed and open 202 120 _ 180 _
Limit switch indicates blade open Z03 120 | 120 180 _
Limit switch indicates blade closed (Ex) 204 _ 120 180 _
Limit switch indicates blade open (Ex) Z05 120 _ 180 _
Limit switch indicates blade closed and open (Ex) Z06 120 | 120 180 _
Position indicator for false ceilings z07 _ _ 180 _
with fusible link 72°C and impulse magnet
(power on to close). Limit switch indicates
blade closed. Also with electro magnet
U=CA230V/P=35W/IP42/100%ED | _ Z10 200 | 120 | 300 | _
Limit switch indicates blade open Z11 200 | 120 | 300 _
Position indicator for false ceilings Z12 200 | 120 | 300 _
U=CC24V/P=35W/IP42/100% ED | _ Z16 200 | 120 | 300 _
Limit switch indicates blade open Z17 200 | 120 | 300 _
Position indicator for false ceilings 218 200 | 120 | 300 _
with fusible link and impulse magnet (power
on to close). Limit switch indicates blade
closed. Also with electro magnet (power on
to close)
U=CC24V/P=16W/IP42/100%ED | _ Z19 200 | 120 | 300 | _
Limit switch indicates blade open Z20 200 | 120 | 300 _
Position indicator for false ceilings Z21 200 | 120 | 300 _
U=CA230V/P=35W/IP42/100% ED | _ 722 200 | 120 | 300 _
Limit switch indicates blade open Z23 200 | 120 | 300 _
Position indicator for false ceilings 224 200 | 120 | 300 _
with fusible link and pneumatic actuator,
horizontal arrangement of actuator equal or
below H<400mm, vertical arrangement of
actuator H>400mm
Pneumatic thermo switch 72°C and selenoid
valve 3/2-way, pneumatic actuator 1,2 bar
Selenoid valve, U=CA 230 V, 50Hz / P, approx. 21 VA/ 12 VA/ 8 734 160 | 150 A 300 |250A
W (operat.) / IP65 / 100% ED 300V
Limit switch blade closed
Selenoid valve, U=CC 24V / P, approx. 8 W/ 1P65 / 100% ED 235 160 | 150 A1 300 12504
300V
Selenoid valve (Ex), U=CC 230 V / P, approx. 7 W/ IP 65 / 100% Z36 160 | 150A] 300 |250A
ED/Eexed IIC T4 300V
Limit switch blade closed (Ex)
Selenoid valve (Ex), U=CA/ CC 24 V / P, approx. 7 W/ IP 65 / Z37 160 [150A] 300 |250A
100% ED / Eex ed IIC T4 300V
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Fire dampers EI 180 (hoi<>0) - S

Type FKA 3.8

PI/4/1.5/EN/1

IP 54 / 100% ED opening 140s./closing
approx. 16 s /Auxiliary switches: 2x EPU 6
(3)A, AC 250

Combined with Code Clearance dimensions
for installed release
w X y z
with fusible link and pneumatic actuator,
horizontal arrangement of actuator equal or
below H<400mm, vertical arrangement of
actuator H>400mm
Pneumatic thermo switch 72°C and selenoid
valve 3/2-way, pneumatic actuator 6 bar
Selenoid valve, U=CA 230 V, 50Hz / P, approx. 21 VA/ 12 VA /8 Z38 160 [150A] 300 |250A
W (operat.) / IP65 / 100% ED 300V
Limit switch blade closed
Selenoid valve, U=CC 24V / P, approx. 8 W/ 1P65 / 100% ED Z39 160 [150A] 300 |250A
300V
Selenoid valve (Ex), U=CC 230 V / P, approx. 7 W / IP65 / 100% Z40 160 | 150A] 300 |250A
ED/Eex ED IIC T4 300V
Limit switch blade closed (Ex)
Selenoid valve (Ex), U=CC 24 V / P, approx. 7 W / IP65 / 100% Z41 160 | 150A | 300 |250A
ED/Eex ED IIC T4 300V
with spring actuator type BLF resp. BF and
thermo electric release mechanism
BAE72A/S, make Belimo. Spring return
actuator with integrated limit switches and
thermo electric mechanism
Type BLF230-T-TR, U= CA 230 V, 50/60 Hz
/ opening 5 W in the open position 3 W /
Capacity 7 VA protection class Il / IP 54 / 743 150 | 150 180
100% ED Opening 40...75 s./closing approx. -
20 s / Auxiliary switches: 2x EPU 6 (1,5) A,
AC 250
Type BLF230-T-TR U= CA 230 V, 50/60 Hz
/ opening 8 W in the open position 3 W /
Capacity 12,5 VA protection class Il / IP 54 743 150 | 150 180
/100% ED opening approx. 140 s./ closing -
approx., 16 s / Auxiliary switches: 2x EPU 6
(3)A, AC 250
Type BLF24-T-TR, U= CA 24 V, 50/60 Hz 0
cc 24V / opening 5 W in the opening position
2,5 W / Capacity 7 VA protection class Il / 745 15 150 | 150
IP 54 / 100% ED opening 40...75 s./closing -
approx. 20 s /Auxiliary switches: 2x EPU 6
(1,5) A, AC 250
Type BLF24-T-TR, U= CA 24V, 50/60 Hz 0
cc 24V [ opening 7 W in the opening position
2 W / Capacity 10 VA protection class Il / 745 15 150 | 150







